


The No. 974 quench tank from Grieve
Corp. is an electrically-heated 200F (93C)
specially insulated quench tank used to
heat mineral oil for product curing after
metal heat treating, Tank dimensions are
22 x 22 x 26 in. The Incoloy-sheathed
tubular immersion heaters are installed
with 6.4 kKW to heat the unit, while a
1/3-horsepower motorized agitator pro-
vides the fluid motion in the tank.

Visit www.grievecorp.com for more information.

Diecasting Ladle Cups

Northern Iron and Machine now
offers an expanded line of replace-
ment ladle cups and mounting brackets
for most model diecasting machines.
These cups come in 11 models, with
capacities from 0.44 Ibs. (0.2 kg) to
33.7 Ibs. (15.29 kg). The cup surfaces
have a special texture for ladle coating
adherence, and the cups are contoured
for smooth pouring and resistance to
metal build-up.

Visit www.versaladiecups.com for more information.

_METALCASTING SUPPLIES

The FIM5 equipment system from
Pyrotek enhances flux injection while
delivering a steady flow of flux below
the molten metal line. Flux injectors
can be used in either a large aluminum
holding furnace connected to a long
flux wand or a smaller batch crucible
furnace connected to a graphite lance.
The FIM5 unit also can be used in con-
junction with Pyrotek’s Star or HD2000
spinning-rotor degassing machines.
Visit www.pyrotek.info for more information.
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